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2" RADIUS CONCRETE CURB
(TYP) | DRIVEWAY |
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DRIVEWAY
< 8.3% CONCRETE SIDEWALK 8.3 s
| 5" THICK & MAX FLUSH WITH DRIVE _<_>vM &l 5" THICK
8" THICK
% BITUMINOUS
= CONCRETE BOTH
GRASS m/w SIDES
NEW PAVED DRIVEWAY GRASS
CONCRETE | I | ] _JCURB
SEE PLAN FOR WIDTH
f 1
\D/ EDGE OF ROAD EDGE OF ROAD \D/

DRIVEWAY NOTES

1. THE NEW APRON AT DRIVEWAYS SHALL BE 3" TYPE Il PAVEMENT (PLACED IN 2 LIFTS) OVER
8" CRUSHED GRAVEL (#704.05 FINE GRADED).

2. 8" THICK SIDEWALK EXTENDS 5' BEYOND BOTH SIDES OF THE DRIVEWAY

DRIVEWAY APRON & CURB CUT WITH GRASS STRIP

I

[LIAHONA WAY |
]

i
T
[l

L _u

L ST
= | [
__'_r_LI

/ |

n
[

STREET NAME SIGN

3LB/FT GALVANIZED
\\ CHANNEL POST
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TYPICAL TAPERED CURB
NTS
EDGE OF
ROAD
PAVEMENT
8.3 % MAX
5"WIDE (1*inch/foot)
CONCRETE RAMP
SIDEWALK 2%
MAXIMUM
CONCRETE _n~>_<=u|\
TYPICAL SIDEWALK RAMP DETAIL

NTS

GRADATION REQUIREMENTS
SIEVE PERCENT (%)
MATERIAL SIZE PASSING
SAND CUSHION - VT SPEC 703.03 2 100 %
11/2" 90-100 %
1/2" 70-100 %
#4 60-100 %
#100 0-20%
#200 0-8%
CRUSHED GRAVEL FOR SUBBASE 2" 100 %
VT SPEC 704.05 FINE
11/2" 90-100 %
#4 30-60 %
#100 0-12%
#200 0-6 %
DENSE GRADED CRUSHED STONE 31/2" 100 %
VT SPEC 704.06
3" 90-100%
2 75-100%
1" 50-80%
1/2" 30-60%
#4 15-40%
#200 0-6 %
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1/4" RADIUS

TRENCH

1/2" RADIUS

18" o . v
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PAVEMENT

CLASS B CONCRETE

END AREA =0.94 S.F.

CONCRETE CURB

NTS

NOTES:

1) CURBING SHALL BE CONSTRUCTED IN 10’
SECTIONS WITH 1/8" JOINT BETWEEN SECTIONS.

2) CURBING EXPANSION JOINTS SHALL BE
CONSTRUCTED EVERY 20" AND SHALL BE CONSTRUCTED
OF MATERIAL CONFORMING TO AASHTO DESIGNATION
M-153 (1/2" SPONGE RUBBER OR CORK.).

3) ALL CONCRETE SHALL HAVE A MINIMUM
COMPRESSIVE STRENGTH OF 3,500 PSI AT 28 DAYS,
SHALL BE AIR ENTRAINED AT NOT LESS THAN 5% AND
NOT MORE THAN 7%, AND SHALL HAVE MINIMUM 20%

FLY ASH CONTENT.

12" MIN. EXTENDED

OVER EXISTING BASE

AFTER INITIAL 1 1/2" COLD PLANE SAWCUT
ASPHALT AND COLD PLANE AN ADDITIONAL 2"
DEEP X 12" WIDE OVERLAP STRIP, CLEAN
JOINTS AND COAT WITH EMULSIFIED ASPHALT

COLD PLANE EXISTING PAVEMENT
1-1/2" DEEP. PLACE 1-1/2" THICK LIFT

OF TYPE Ill PAVEMENT WEARING
COURSE

PVI STA = 10+40
PVI ELEV = 151.61

EXISTING PAVEMENT

N

TYPE Il PAVEMENT - 5" MIN. OR MATCH
EXISTING PAVEMENT THICKNESS,
WHICHEVER IS GREATER, USING 2" - 3"

THICK LIFTS

PAVING NOTES

NTS

INSTALLING THE TYPE IIl PAVEMENT OVERLAY.

5. EMULSIFIED ASPHALT, TO BE APPLIED AT THE RATE OF 0.015 GAL./SQ YD
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ALL JOINTS SHALL EXISTING
BE THOROUGHLY BIT. PAVING
CLEANED AND SMOOTH SAW CUT EXISTING BIT. N ONE OF . 18 .
COATED WITH PAVEMENT PRIOR TO PAVING BOTH SIDES
EMULSIFIED
ASPHALT PRIOR 1-0" THICKNESS OF EXISTING PAVEMENT OR
TO PAVING MIN. — A MINIMUM OF 1 1/2" OF TYPE lll 4 MIN. TOPSOIL 6" THICK PERVIOUS ¢
OVER 2 1/2" OF TYPE Il BASE COURSE FERTILIZE. SEED & BITUMINOUS CONCRETE
. MULCH
N\ ———— \ 6" THICK 3/4" STONE
7////////////////////// EW= BT CONG ?////////////////////// (VTRANS SPEC . 704.16A)
A ST | N j ST -
NE : > R S T N
A o o= | [THICKNESS OF EXISTING GRAVEL | ™/ \nw Y o L SLOPE TO FINISH SLOPE TO FINISH
o 7T EXISTING . C T -7 | |OR 18" MINIMUM DENSE GRADED ! R N GRADE - SEE PLANS GRADE - SEE PLANS
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REPLACEMENT of EXISTING BITUMINOUS PAVEMENT
NTS
NTS
o 2 M i 4" THICK TOPSOIL & GRASS COVER
4" THICK TOPSOIL & SLOPE TO EXISTING GRADE 4-1-15 | REVISED FOR PRELIMINARY RE-FILING TO CITY DLH
M_.mmv»_umw ._ﬁ.u%/_mwm_wm._._zo PERVIOUS CONCRETE SIDEWALK 5-24-11 | ADD EASEMENT AND CONVEYANCE TO CITY DLH
GRADE o THIGK AT DRIVE 4-4-11 | REVISE LAYOUT DLH
| 6"f S OR WIDTH AS SHOWN ON PLAN _ 10-29-10 | REVISE LAYOUT DLH
S = 2% MAX. 6 5" THICK PERVIOUS PORTLAND ikl
:;::;2_::_,_z:?;::E —T T e . VAT CEMENT CONCRETE 8-26-10 | GENERAL REVISIONS PER COURT APPEAL DLH
~ LR =T A~ : S 2 A AN SN A I XY I E OO LS -11-
\ : | = e s .m; 9-11-09 | REVISED PERVIOUS CONCRETE DETAILS DLH
L RISOGOSOSOIOTOIOFOIOIOLOIOTOFOL ‘ | = oo o dno nodoo oo ol . 7-13209 | REVISED LIGHTING AND LANDSCAPING DLH
Sl R R R /\/\\ =2 S0 50 S S0 SO0 SO ST TT— 12" PEA STONE (VTRANS SPEC. 704.11)
e Sl et 535 | REVISED DRIVEWAY LaYouT
A S A L JLENLEN P I LI -
A ; 10-5-07 | REVISED LAYOUT DLH
CAST-IN-PLACE —| | 1= e — IF UNSUITABLE SOILS ARE ENCOUNTERED,
10" CONCRETE CURB, SEE THE PERVIOUS CONCRETE — — THEY SHALL BE REMOVED AND REPLACED 8-7-07 | REVISED LAYOUT DLH
TYPEB SIDEWALK SECTION FOR BASE — — WITH UP TO 12" OF CLEAN SAND BORROW —
MATERIALS AND THICKNESSES. — _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ —_— (VTRANS SPEC. 703.03) Date Revision Wv\
_ =
N AN i i i i i i /Z_/ These plans shall only be used for the purpose shown below:
NATIVE SANDY SUBGRADE :
CONCRETE SIDEWALK SECTION NOTES: ] Sketeh/Concept ] Act250 Review
Il Preliminary [ | Construction
ALONG ETHAN ALLEN PARKWAY 1. PRIOR TO PLACING THE CRUSHED STONE SUBBASE, THE CONTRACTOR SHALL NOTIFY THE . . .
ENGINEER FOR INSPECTION OF THE SUBGRADE SOILS. - [ ] Final Local Review [ ] Record Drawing
2. AT BUILDING ENTRANCES, THE DEPTH OF CRUSHED STONE SHALL BE INCREASED TO 24" AND THE O Lands of proj. no.
DEPTH OF SAND BORROW SHALL BE INCREASED TO 24" AND TAPERED TO THE STANDARD DEPTH = \ \ . 07028
1. THE CONTRACTOR SHALL APPLY EMULSION TO THE FULL WIDTH OF THE BASE COURSE/EXISTING PAVEMENT BEFORE OVER A MINIMUM TRANSITION DISTANCE OF 10 FEET. O _ _ — _‘ _ >_ _ mm %ﬁ w _ _ _ m _ _ _m survey
3. THE CONCRETE MIX DESIGN SHALL BE SUBMITTED FOR REVIEW PRIOR TO CONSTRUCTION. THE W Others
2. A MINIMUM OF ONE (1) GRADATION TEST SHALL BE PERFORMED AT THE CONTRACTOR'S EXPENSE FOR A COMPACTION PERVIOUS CONCRETE SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF 3,000 PSI, AND A — Ethan Allen _um.lA<<mJ\u WCH_S@S? Vermont design
EVERY 100' SECTION OF SIDEWALK. TESTS SHALL ALSO BE PERFORMED AT THE CONTRACTORS EXPENSE EVERY 50 MINIMUM PERMEABILITY OF 300 INHR. [dp) DLH
SECTION OF SIDEWALK OR MORE OFTEN IF THE TEST FAILS TO MEET THE COMPACTION REQUIREMENTS. THE TEST 4. CONSTRUCTION JOINTS SHALL BE MADE WITH A ROLLING JOINT TOOL (NOT GUT) AT INTERVALS OF nNu A PLANNED RESIDENTIAL DEVELOPMENT o=
LOCATIONS SHALL BE SELECTED BY THE ENGINEER. ALL TESTS SHALL BE PERFORMED BY AN INDEPENDENT OUTSIDE FIRM. 10 FEET TO A DEPTH EQUAL TO J4 OF THE CONGRETE THICKNESS. S SEA
3. EMULSION SHALL BE PLACED ON THE FACE OF THE CURB WHERE IT WILL BE IN CONTACT WITH THE PAVEMENT. 5. CONGRETE SHALL BE GURED FOR A MINIMUM OF 7 DAYS AS REQUIRED BY THE WRITTEN TEGHNICAL T —
4. THE NEW APRON AT DRIVEWAYS SHALL BE 2" THICK TYPE IIl PAVEMENT OVER 8" THICK CRUSHED GRAVEL #704.05 FINE SPECIFICATIONS. O D _nw _ <m _U _uwo _H_ _Im |_|<_U _ O> _Im
GRADED. MATCH INTO EXISTING PAVEMENT WITH SAW CUT JOINTS COATED WITH EMULSIFIED ASPHALT. L y DJG
PERVIOUS CONCRETE SIDEWALK SECTION m_m AND SPECIFICATIONS o
6. BITUMINOUS CONCRETE PAVEMENT TOLERANCE = +1/4" - (FOR TOTAL THICKNESS OF BINDER AND/OR WEARING COURSE). = 04/09/07
7. BITUMINOUS CONCRETE PAVEMENT SHALL BE 75 BLOW MARSHALL MIX AND PERFORMANCE GRADED BINDER SHALL BE PG 58-34. NTS scale
LAMOUREUX & DICKINSON N.T.S.
Consulting Engineers, Inc. ShT o,
14 Morse Drive
Essex Junction, VT 05452
Tel: 802-878-4450
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